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Se aproba

Specificatii tehnice minime privind achizitionarea de

,»inlocuire DVR si camere video”

Nr.
crt.

Denumire echipament

U.M.

Cantitate

DVR 32 canale, Hibrid, SMP

DVR Hybrid 32 canale 5MP, Linux,Interfata N9000

Inregistrare 8MP/8MP Lite/ 5SMP/5MP Lite/4AMP/4MP Lite / 3MP/
1080P/720P/WD1/D1, Compresie H.265/H.264

Accepta 32 canale analogice AHD/TVI(TurboHD)/CVI/CVBS +
32 IP 8MP, Audio: 16 intrari/1 iesire, Alarme 16 intrari/8 iesire,
1xRS485, 2xUSB2.0, 1xUSB3.0, Playback local 16 canale
lesire video 1xVGA 1920x1080, 1x HDMI 3840 x 2160, 1x HDMI
1920 x 1080, 1xBNC, Accepta 8 HDD-uri SATA interne, maxim
8TB/HDD, 1x E-SATA. Alimentare 220V AC, sursa alimentare
ATX, consum 70W fara HDD

buc

Hard disk, 6 Tb, WDPURZ
Capacitate 6 TB (6000 GB), Buffer 64 MB, Interfata SATA 3

buc

Camera 5 MP, exterior

Camera BULLET de exterior 5SMP Senzor 1/2.7" CMOS sensor,
rezolutie 2560x1936 Distanta IR: 30-50m Lentila fixa 2.8 mm,
meniu OSD, 3NDR, UTC, WDR, White Balance lesire video:
AHD/TVI(TurboHD)/CVI/CVBS Alimentare 12V DC, consum
600mA (IR ON) Standard IP67, temperatura de operare -30° ~

+50°C Carcasa metalica

buc
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4. Camera interior tip dome 5Mp buc 18

Camera DOME antivandal 5MP, Senzor 1/2.7" CMOS sensor,

rezolutie 2560x1936, Distanta IR: 10-20m

Lentila fixa 2.8 mm, meniu OSD, AGC, BLC, WDR, White

Balance, lesire video: AHD/TVI(TurboHD)/CVI/CVBS

Alimentare 12V DC, consum 400mA (IR ON)

Standard IP67, IK10, temperatura de operare -30° ~ +50°C

Carcasa metalica alba
5. Sursa de alimentare 12V 10A buc 5
6 Monitor 23” buc
7. Sursa alimentare 12V 10A buc 5
8. Conectica (transceiver) Set 23
9 Doza Derivatie buc 23
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